Nevada Board for the Regulation of Liquefied Petroleum Gas
Post Office Box 338 e Carson City, Nevada 89702
106 East Adams Street, Suite 216 ¢ Carson City, NV 89706
Phone: (775) 687-4890 e Fax: (775) 687-3956
www.lpg.nv.gov e Ipgashd@lpg.nv.gov

Application to Install or Remove an Underground L PG Tank

1. Read al instructions carefully. The Board desires to provide courteous and timely service to all applicants. To
maximize its efficiency and the level of service, the Board will process complete applications only. Incomplete
applications will be returned to you.

2. Pleasetypeor print in ink when completing thisform.
Make surethe application isproperly signed.
4. Includeall plansand specifications.

SECTION 1-APPLICATION TYPE

O Application for the INSTALLATION of an LP-Gas underground storage tank (UST).

O Application for the REMOVAL of an LP-Gas underground storage tank (UST).

SECTION 2—LOCATION OF UST INSTALLATION OR REMOVAL

Name: The name of the property owner where the UST will be installed or removed.
Physical Address: The physical address where the UST will beinstalled or removed.

Name:

Physical Address:

(Street Address)

(City) (Stete) (Zip)

Phone No.:

SECTION 3—LICENSEE PERFORMING INSTALLATION OR REMOVAL

Licensee: The name of the person or business licensed by this Board that will be installing or removing the UST.

Licensee:
License No.: Phone No.:
Contact Person: Fax No:

SECTION 4—INSTALLATION OR REMOVAL DATE

The date the UST is scheduled to be installed or removed:
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SECTION 5—PLANSAND SPECIFICATIONS (installation only)

Detailed plans and specifications of any UST installation must be submitted to the Board office for approval prior to any
commencement of work. Plans must detail the equipment being installed in relation to property lines, buildings, streets,
sidewalks, driveways, overhead power lines, all utility easements, etc. All plans must give details of how the installation will
be protected from corrosion including anode locations. If the UST is being installed in a flood-prone area or and area where
the highest anticipated groundwater level is above the depth of the bottom of the UST then detailed plans on the method that
will be used to protect the UST from floatation must be provided.

SECTION 6 -UST INFORMATION

Manufacturer: Water capacity (ga):
Serial No.: Type (UG or AG/UG): Mfg. date:
Length (OL): Diameter (OD):

SECTION 7—AFFIDAVIT AND AUTHORIZED SIGNATURE

The applicant agrees that installation or remova of the above mentioned UST will conform to all regulations and
requirements currently adopted by the Board.

The applicant understands that this application will be classified as a public record and will be available for inspection by the
public.

The applicant understands that any design information or guidelines provided with this application
are provided as a guide ONLY. It is the applicant’s responsibility to ensure that the UST has been
installed or removed in accordance with sound engineering practice.

Signature Requirements: The licensee, or their representative, installing or removing the UST must sign this application.

By: Title
(Signature)

Date:

(Print Name)

This form must be properly completed and received in the Board office 48
hours prior to the scheduled installation of the UST.

FOR OFFICE USE ONLY —DO NOT WRITE IN THIS SPACE
Inspected By:
Inspection Date:
Received
Processed By: Inspectors Approval to Proceed
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